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Operating-

Hours-Meter

The electronic
operating hours meter has
been designed for ascertaining
the operating hours of hired
equipment and machinery.

It allows the lender to calculate
his charges according to the
time the equipment has been
used, without there being any
risk of interference or
manipulation by the borrower.

The is very easy
to install. Due to the special
design of the mounting, de-
installation is impossible. The
equipment can only be
deactivated by destroying it
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Unbeatable advantages:

cannot be manipulated

cannot be removed

simple installation

stainless steel body

very robust

long life

high accuracy

Indicator range: 99,999 hours

Battery life: approx. 10 years



What is delivered:
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vibro.counterQty 1

Qty 1 retaining spring

Qty 2 hexagon head bolt M5x12, NIRO

Qty 2 spring washer M5, NIRO

Qty 1 retaining plate

Qty 1 locking plate
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Operation:

Installation:
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When the high-sensitivity
acceleration pick-ups sense a
movement of the system, the
integrated clock is put into
operation, which begins to
total elapsed time. After it has
been started, the clock
continues to run for at least
two minutes, in order to
record all events without
interruption.

As the kinetic energy
operating on the system is
used only to switch on the
battery-powered clock and
not, as in mechanical
counters, to actually run the
clock, the accuracy of the
elapsed time recorded is
affected neither by the
intensity of the vibration nor
by the location of the
installation within the system.
This enables it to be used
meaningfully in applications
where such recording would
not otherwise be possible.

All parts are mounted in a
stainless steel body, and are
fully encapsulated.

It is not possible to wind back
the counter, to switch off the
equipment, or to remove the
battery. There is thus no
possibility whatsoever of any
manipulation.


